
Drilling data recorder 

General presentation

Like previous versions, EXPLOFOR® 3 enables the recording of drilling parameters, during the drilling pro-
cess with a view to collecting real time information on the soil profile. These data can also be used to choose 
adapted soil testing investigations (Pressuremeter, SPT, etc...) to the soil at hand.
  
APAFOR® Apageo’s range of drilling rigs - are equiped in series with quick hydraulic couplings for connecting 
Explofor® system (APAFOR® 400 series or higher). 

EXPLOFOR® 3 is a highly advanced edge equipment that centralizes drilling data right through the central 
unit GeoBOX®. The whole device is handy and can be quickly mounted on the drilling rig. 

• Rudgged depth encoder : penetration rate/depth sensor, compact and 
light, it is equipped with an electromagnetic rewinding brake to avoid 
damages. 

• Junction box that will be mounted on the drilling rig for centralized 
connection of EXPLOFOR® sensors and communication with Geo-
BOX® via WIFI. 

• 3 pressures sensors for hydrolic pressur acquisition.  

The central unit Geobox® and accessories are sold separately. 

Data from EXPLOFOR® 3 can be processed directly using our geotechnical data processing software 
GeoVISION®. 

   EXPLOFOR® 3 is made of : 

GeoPac® and Geovision® are registered trademarks of Apageo.

   EXPLOFOR® 3 records the following paramaters : 

• Advance rate (depth and penetration speed)
• Rotating torque of the rotary head
• Pushing force (thrust) on drilling bits
• Injection pressure of drilling fluid
• Optional: VIR® - a rotation speedf sensor (APAFOR® 400 
or higher), holding pressure, flow, GPS
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Implementation

1 Set up the equipment EXPLOFOR® 3 
on the drilling rig.

Enter the drilling parameters in GeoBOX® 
and lauch the data acquisition. 

As soon as the equipment EXPLOFOR® 3 is connected to the drilling rig (hydraulic connection, depth encoder on the 
mast, sensors etc...), GeoBOX® orders the record of drilling data through WIFI. 

Follow the drilling profile in real time on GeoBOX®.

Print or save data on a usb key.
Transfer data to the office via 4G system (option).
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Options

WIFI 

Acquisitio
n

• VIR® (Rotation speed sensor) : drill head rotation speed with remote display

• Flowmeter.

• Onboard GPS for localization of sounding position.

• Extra pressure sensors with various measuring range : 10, 20, 60, 100 or 400 bar.

• Digital inclinometer to control the inclination of the mast. 

EXPLOFOR® 3 is 100% compatible with your existing EXPLOFOR® sensors and depth encoder

Data can be instantaneously watched on the screen until the desired depth is reached. At the end of the drilling, 
results can be printed on GeoBOX® mobile thermal printer or sent to the office via 4G (option). 


